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NOTES:

1. THIS IS AN U.H.V. COMPONENT.

3. PLASMA SPRAY THIS SURFACE WITH
   P22 RED (GTE PRODUCTS CORP.,
   CHEMICAL & METALLURGICAL DIV.,
   605 E. GAYHART ST. COMMERCE, CA
   90040).

COATING PROCEDURE:

1. BLAST SURFACE WITH ALUMINA POWDER,

2. PLASMA SPRAY PHOSPHOROUS COATING TO
   15 um (PLASMA COATING CORP., 15331 S.
   AVALON BLVD., GARDENA, CA 90248)

   FOR ROUGHENING.

Ø #18 (.170) [4.32] THRU
Ø .31 [7.87]   .085 [2.16]
2X

2. WHEN MACHINING VACUUM PARTS, USE OF
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS
   IS PROHIBITED. USE ONE OF THE FOLLOWING:
      A) CIMCOOL 5 STAR 49

      B) TRIM SOL

4. KEEP THIS PART CLEAN AND WRAP FOR UHV
   PACKING WITH ALUMINUM FOIL.

5. ALL DIMENSIONS IN [ ] ARE MILLIMETERS
   AND ARE FOR REFERENCE ONLY.
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